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GAS SENSOR MODULE DEVELOPMENT
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	GAS RANGE
	

	APPLICATION

(SPECIFICATION)
	

	OPERATING

ENVIRONMENT
	TEMP. & HUM.
	

	
	PRESSURE
	

	POWER SUPPLY
	

	Output
	

	RELAY 
	

	ALARM FUNCTION
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 APPLICATION FORM 
· 작성해 주신 모듈개발의뢰서를 ㈜센코 
SENKO Co., Ltd. Tel. +82 31-492-0445   Fax. +82 31-492-0446

Sales engineer, team manager,  Jong-Min, Lee,   jmlee@senko.co.kr

GAS SENSOR MODULE DEVELOPMENT

APPLICATION FORM  (SAMPLE) 
	APPLICANT 

DETAIL
	COMPANY
	SENKO Co., Ltd.

	
	APPLICANT
	Name: Kim yu-na
Tel : 031-XXX-XXXX

e-mail : XXX@xxx.co.kr

	TARGET GAS
	CO(CARBON MONOXIDE)

	GAS RANGE
	0~50ppm

	APPLICATION

(SPECIFIC)
	CO sensor module for car park at the basement

	OPERATING

ENVIRONMENT
	TEMP. & HUM.
	-10 OC ~ 40 OC

	
	PRESSURE
	atmospheric pressure ( 1 atm )

	POWER SUPPLY
	5V DC

	Output
	4~20mA, TTL, RS485, RS232

	RELAY
	1~4V (output voltage, ppm vs. voltage)

	ALARM FUNCTION
	Buzzer alarm

	CALIBRATION
	SPAN, ZERO Calibration

	CONNECTING METHOD
	Wire (molex)

	REQUIRE DEVELOPMENT

SCHEDULE
	2 months after request

	ETC.
	Should be possible for connect to wireless node


· We promise of confidentiality of this document and content.
· Specific data will help us to develop module quickly and precisely.
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